
DAFA Modul tætningsliste
Specialproducerede tætningsløsninger til modulbyggeri

Sealing solution

DAFA Modul Tætningsliste er en specialproduceret tætnings-
løsning til modulbyggerier. Specialløsninger til byggerier 
med forskellige typer klæb og kundespecifikke dimensioner. 
DAFA forarbejder selv tætningslisten på fixmål. Det giver dig 
en fleksibel løsning der svarer til dit behov.

Produktbeskrivelse
Unik tætningsløsning til modulbyggerier, hvor der stilles 
store krav til luft-, vand-, og brandhæmmende tætning. Ved 
komprimering opnås de ønskede krav til brandhæmning og 
vandtæthed.

Levering
DAFA Modul Tætningsliste leveres i eksempelvis 5 m ruller 
og med selvklæbende akryl-baseret klæb på underside for 
nemmere montage.

Fordele
• Høj varmeisolering
• Lav luftgennemtrængelighed
• Lav vandabsorption og dampgennemtrængelighed
• Høj modstandsdygtighed over for flere kemiske stoffer
• Øger akustisk isolering af rummene
• Høj modstandsdygtighed over for brand
• Selvklæbende underside for nem og hurtig installation
• Unikt specialiseret produkt fra DAFA
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Building Materials

All thickness measurement and tolerances are without adhesive.
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3 mm Norton

2 x Norton2 x Norton

Adhesive

Norton strip can be placed 0 - 3 mm from edge
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SCALE 1 : 5

This drawing is the property of DAFA A/S, Brabrand, Denmark and must not be transferred, lent or reproduced without explicit written 
permission from DAFA A/S. With approval of the present drawing the customer assumes full responsibility that the subsequently 
produced item is suited in design and structure to the customer’s intended application or purpose, provided that no discrepancies 
between drawing and produced part exist.
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Customer owned cutting dies and cutting 
programmes: Unless otherwise agreed 
and with written consent, DAFA A/S will 
only be obliged to store these for a 
maximum of 2 years after the last 
registered delivery made from the drawing 
number concerned.

DAFA`s tolerances apply in laboratory 
conditions, relative humidity 50% ±10 and 
temperature 23°C ±2
.

Dimensions shown in mmRev. date and sign:

All thickness measurement and tolerances are without adhesive.
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Norton 3 x 90 mm

Adhesive

Norton 15 x 50 mm

Norton can be placed 0 - 3 mm from edge

Mylar

SCALE 1 : 5

  6
00

0 
±3

00
  

This drawing is the property of DAFA A/S, Brabrand, Denmark and must not be transferred, lent or reproduced without explicit written 
permission from DAFA A/S. With approval of the present drawing the customer assumes full responsibility that the subsequently 
produced item is suited in design and structure to the customer’s intended application or purpose, provided that no discrepancies 
between drawing and produced part exist.
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Vattentätning av skarv vertikal
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Customer owned cutting dies and cutting 
programmes: Unless otherwise agreed 
and with written consent, DAFA A/S will 
only be obliged to store these for a 
maximum of 2 years after the last 
registered delivery made from the drawing 
number concerned.

DAFA`s tolerances apply in laboratory 
conditions, relative humidity 50% ±10 and 
temperature 23°C ±2
.

Dimensions shown in mmRev. date and sign:

Specialproduceret tætningsløsning til modulbyggerier. Kan specialproduceres efter mål.

DAFA Modul Tætningsliste i 5 m rulle.

DAFA Modul Tætningsliste med 
selvklæbende underside.


